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1
VEHICLE OPERATING DEVICE

CLAIM OF PRIORITY

This application claims benefit of priority to Japanese
Patent Application No. 2013-158585 filed on Jul. 31, 2013,
which is hereby incorporated by reference.

BACKGROUND

1. Field of the Disclosure

The present disclosure relates to a vehicle operating device
for operating a turn signal switch or the like by rotating a
control lever.

2. Description of the Related Art

Japanese Unexamined Patent Application Publication No.
2012-195103 describes a turn signal switch device.

The turn signal switch device includes a holding member
integrated with a control lever. The holding member is rotat-
ably supported by a housing. The housing includes a cam
member. A drive pin protruding from the base portion of the
control lever is in pressure contact with the cam member. The
cam member has a shape so that the control lever is urged
toward an original neutral position. In addition, when the
control lever is rotated from the neutral position to either side
and is set to an operating position, the control lever is tempo-
rarily fixed.

The housing has a cancel lever provided thereon. The can-
cel lever is urged in a direction in which the cancel lever
protrudes from the housing by a helical compression spring
disposed below the holding member.

If, while the vehicle is being driven, the control lever is
rotated to one of the two operating positions and is tempo-
rarily fixed, the cancel lever is moved in the protruding direc-
tion by a pressing force of the helical compression spring.
Thus, a protrusion portion integrated with the cancel lever
protrudes from the housing. If a steering wheel is rotated in a
turning direction and, thereafter, is rotated in an opposite
direction (toward the original position), a cancel protrusion
that rotates together with the steering wheel is brought into
contact with the protrusion portion and, thus, the cancel lever
is rotated. The rotational force of the cancel lever provides the
control lever with a returning force to the neutral position.
The control lever that is temporarily fixed at the operating
position is released by the returning force. Thus, the control
lever returns to the neutral position.

In contrast, when the control lever that is moved to the
operating position and is restrained by the hand of a user and
if the cancel lever receives a rotational force from a cancel
protrusion that rotates together with the steering, a drive
member provided on the holding member retreats against the
force of a spring. In this manner, an excessive force is not
exerted on, for example, the cancel lever.

In the turn signal switch device described in Japanese
Unexamined Patent Application Publication No. 2012-
195103, the cancel lever is urged by the force of the helical
compression spring in the protruding direction. The helical
compression spring is disposed in a space above the cancel
lever and below the control lever. Since the space in which the
helical compression spring is disposed is required, a large
height of a mechanism is required and, thus, it is difficult to
make the turn signal switch device low-profile.

The helical compression spring exerts a pressing force on
the cancel lever in the protruding direction, and the helical
compression spring exerts, on the cancel lever that is rotated,
a returning force to the neutral position in the rotational
direction. At that time, since the rotational pressing force
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exerted on the cancel lever by the helical compression spring
is week, the compression spring needs to have a spring con-
stant higher than necessary in order to ensure the rotational
returning force. As a result, the drive load occurring when the
cancel lever is retreated becomes excessive.

In the turn signal switch device described in Japanese
Unexamined Patent Application Publication No. 2012-
195103, the cancel lever is disposed in front of the holding
member that rotates together with the control lever. Accord-
ingly, a large space for disposing the cancel lever and its
operation space is needed between the cancel protrusion of
the steering and the cancel lever and, thus, it is difficult to
reduce the size of the turn signal switch device.

SUMMARY

A vehicle operating device includes a control lever config-
ured to rotate from a neutral position to an operating position,
a rotation member configured to rotate together with the
control lever, a return biasing mechanism configured to gen-
erate a biasing force to return the control lever to the neutral
position, a temporary fixing mechanism configured to tem-
porarily fix the control lever that is rotated to the operating
position, a cancelling drive member configured to be movably
led by a fixing side guide between a retreat position and a
protruding position and rotate when moving to the protruding
position and receiving a cancelling force from the outside, a
deflectable spring member that has a fixed base portion and
that extends in a plane that is perpendicular to a rotation shaft
of'the rotation member, where the deflectable spring member
urges the cancelling drive member toward the protruding
position, an advance/retreat control cam provided in one of
the rotation member and the cancelling drive member, where
the advance/retreat control cam moves the cancelling drive
member to the retreat position when the control lever is
located at the neutral position and moves the cancelling drive
member to the protruding position when the control lever
rotates to the operating position, an intermediate member
configured to receive a rotational force generated when the
cancelling drive member that has received the canceling force
rotates, a transfer guide unit provided between the interme-
diate member and the rotation member, where the transfer
guide unit transfers the rotational force exerted on the inter-
mediate member by the cancelling drive member to the con-
trol lever and moves the rotation member relative to the inter-
mediate member when a rotational force is exerted on the
intermediate member by the cancelling drive member with
the control lever restrained, and an elastic member provided
between the intermediate member and the rotation member,
where the elastic member urges the intermediate member
toward an initial position at which the rotational force is
capable of being transferred to the rotation member.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a longitudinal cross-sectional view of a vehicle
operating device according to an embodiment of the present
invention;

FIG. 2 is an exploded perspective view of main parts of the
vehicle operating device;

FIG. 3 is a cross-sectional view taken along a line I1I-I1T of
FIG. 1,

FIG. 4 is a plan view illustrating the operation performed
by a control lever located at a neutral position;

FIG. 5 is a plan view illustrating the operation performed
by the control lever when the control lever is temporarily
fixed at an operating position;
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FIG. 6 is a plan view illustrating the operation performed
by the control lever when the control lever is moved back
from the operating position to the neutral position;

FIG. 7 is a plan view illustrating the operation performed
by the control lever when the control lever is restrained at the
operating position;

FIG. 8 is a plan view illustrating the operation performed
when a cancelling drive member is urged by a deflectable
spring member in the protruding direction; and

FIG. 9 is a plan view illustrating the operation performed
when the cancelling drive member is returned to the rotational
neutral position by the deflectable spring member.

DESCRIPTION OF THE EXEMPLARY
EMBODIMENTS

A vehicle operating device according to an exemplary
embodiment of the present invention is provided on the side
of a steering shaft. The vehicle operating device is used to
activate a turn signal.

As illustrated in FIG. 1, the vehicle operating device
includes a lower chassis 1 and a upper chassis 2 serving as
fixed portions. As illustrated in FIGS. 2 and 3, a rotation
member 4 is attached to abase portion of a control lever 3. The
base portion of the control lever 3 has a connection shaft 3a
integrally formed therein. The connection shafts 3a protrude
from either side of the base portion of the control lever 3 in an
X direction. The rotation member 4 has a connection hole 4e
that passes therethrough in the X direction. The connection
shafts 3a are inserted into the connection hole 4e. As illus-
trated in FIG. 2, the control lever 3 is slightly rotatable with
respect to the rotation member 4 in an o direction (a rotational
direction about an X axis). In contrast, since the control lever
3 is integrally connected to the rotation member 4, the control
lever 3 cannot rotate relative to the rotation member 4 in a §
direction (a rotational direction about a Z axis).

As illustrated in FIGS. 1 and 2, the rotation member 4 has
an upper support shaft 4a protruding upward and an a lower
support shaft 4b protruding downward in an integrated man-
ner. The center line of the upper support shaft 4a and the
center line of the lower support shaft 45 coincide with a
rotation axis O1 that extends in the vertical direction (a Z
direction). The lower chassis 1 has a lower bearing portion 1a
formed therein, and the upper chassis 2 has an upper bearing
portion 2a formed therein. The lower support shaft 45 is
rotatably supported by the lower bearing portion 1a, and the
upper support shaft 4a is rotatably supported by the upper
bearing portion 2a. As a result, the control lever 3 and the
rotation member 4 can rotate about the rotation axis O1 in the
[ direction together.

As illustrated in FIGS. 1 and 3, the base portion of the
control lever 3 has a holding hole 36 formed therein. The
holding hole 35 contains a return pin 5. A top end sliding
portion Sa of the return pin 5 protrudes forward (in a Y1
direction) from the inside of the holding hole 35 of the control
lever 3. The return pin 5 has a flange portion 55 integrated
therewith. In addition, the return pin 5 has a return spring 6,
which is a helical compression spring, mounted on the outer
peripheral surface thereof. The return spring 6 is compressed
between a bottom portion of the holding hole 35 at the rear (in
a'Y2 direction) and the flange portion 556. The return pin 5 is
urged forward (in the Y1 direction) by the return spring 6.

Asillustrated in FIGS. 1 and 3, a rotation reference line O2
of'the control lever 3 is defined as a line passing through the
center axis of the return pin 5.

As illustrated in FIGS. 1 and 3, a return cam member 7 is
fixed to the front inner side of the lower chassis 1. The return
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pin 5 is urged against a cam surface 8 of the return cam
member 7. The return pin 5, the return spring 6, and the return
cam member 7 together form a return biasing mechanism and
a temporary fixing mechanism.

As illustrated in FIG. 1, the shape of the cam surface 8
obtained by cutting the return cam member 7 by a plane
parallel to a Y-Z plane includes a return reference portion 8a
and return inclined portions 85 and 86 formed on either side
of'the return reference portion 8a in the o direction. When the
control lever 3 rotates about the connection shaft 3a in the o
direction, the top end sliding portion 5a of the return pin 5
runs on one of the return inclined portions 85 and 8. Accord-
ingly, the top end sliding portion 5a returns to the return
reference portion 8a so as to fit the return reference portion 8a
due to the return biasing force of the return spring 6 at all
times.

FIG. 3 illustrates the shape of the cam surface 8 obtained by
cutting the return cam member 7 by a plane parallel to an X-Y
plane at the position of the return reference portion 8a. The
cam surface 8 has a neutral return portion 8c formed therein in
the middle thereof in the X direction. In addition, the cam
surface 8 includes return inclined portions 84 and 84 on either
side of the neutral return portion 8¢ in the [ direction. A
temporary fixing portion 8e is formed on a 1 side of the
return inclined portion 84 on the 1 side. In addition, a tem-
porary fixing portion 8fis formed on a 2 side of the return
inclined portion 84 located on the Pside. Each of the two
temporary fixing portions 8¢ and 8/is formed so as to have a
concave shape.

The return biasing mechanism is formed by the neutral
return portion 8¢, the return inclined portions 84 and 84, the
return pin 5, and the return spring 6. The return biasing
mechanism urges the control lever 3 towards the neutral posi-
tion (the neutral position at which the rotation reference line
02 is directed in the Y direction) so that the top end sliding
portion 5a of the return pin 5 fits the neutral return portion 8c.

The temporary fixing mechanism is formed by the tempo-
rary fixing portions 8¢ and 8f; the return pin 5, and the return
spring 6. By using the temporary fixing mechanism, the con-
trol lever 3 is temporarily fixed in the operating position in
which the top end sliding portion 5a of the return pin 5 fits one
of the temporary fixing portions 8¢ and 8f. In FIG. 3, the
return pin 5 is indicated by a dashed line when the control
lever 3 and the rotation member 4 rotate in a 1 direction. At
that time, the top end sliding portion 5a of the return pin 5 fits
the temporary fixing portion 8e. That is, the control lever 3
reaches a first operating position and is temporarily fixed.

In contrast, if the control lever 3 is rotated from the neutral
position in a f2 direction, the top end sliding portion 5a of the
return pin 5 fits the temporary fixing portion 8f. That is, the
control lever 3 reaches a second operating position and is
temporarily fixed.

A cancelling drive member 10 is disposed above the rota-
tion member 4. As illustrated in FIGS. 1 and 2, the cancelling
drive member 10 includes a main body 11. A support shaft 12
is formed on top of the main body 11 in an integrated manner.
As illustrated in FIGS. 1 and 2, a ceiling portion of the upper
chassis 2 has a fixing side guide 25 formed therein. The fixing
side guide 25 linearly extends in a Y1-Y2 direction. The
support shaft 12 is slidably and rotatably supported by the
fixing side guide 25. A center line O3 of the support shaft 12
serves as a movement reference line for moving the cancel-
ling drive member 10 forward and rearward (in the Y1-Y2
direction). In addition, the center line O3 serves as a rotation
axis when the cancelling drive member 10 is rotated in an X-Y
plane.
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The top end of the main body 11 facing forward (in the Y1
direction) serves as a protruding portion 18. As illustrated in
FIG. 1, a protrusion port 2¢ is open in the front portion of the
upper chassis 2. If the cancelling drive member 10 is led by
the fixing side guide 25 to move forward (in the Y1 direction),
the protruding portion 18 protrudes forward from the front
portion of the upper chassis 2 through the protrusion port 2c.

Asillustrated in FIG. 1, adriven portion 13 is formed on the
lower surface of the main body 11 of the cancelling drive
member 10 in an integrated manner so that the driven portion
13 facing downward.

Asillustrated in FIGS. 1 and 2, let H be the thickness of the
main body 11 other than the support shaft 12 and the driven
portion 13 in the vertical direction. As illustrated in FIG. 1, a
groove 14 is formed so as to be open rearward (in the Y2
direction) in the middle of the main body 11 in the thickness
direction of the main body 11. The main body 11 is formed by
a cancel cam portion 15 located below the groove 14 and an
upper body portion 16 located above the groove 14. A biasing
cam portion 17 is formed inside of the groove 14 so as to
continuously extend from the bottom surface of the upper
body portion 16.

FIGS. 8 and 9 are cross-sectional views of the cancelling
drive member 10 cut by a plane parallel to the X-Y plane that
passes through the inside of the groove 14.

A corner of the cancel cam portion 15 of the cancelling
drive member 10 that is located on the rear (on the Y2 side)
and on the X2 side serves as a first pressing portion 15, and
a corner on the rear and X1 side serves as a second pressing
portion 154.

FIG. 8 illustrates a protruding movement reference line O4
along which the center line O3 of the support shaft 12 of the
cancelling drive member 10 linearly moves along the fixing
side guide 25 in the front-rear direction (in the Y1-Y?2 direc-
tion). As illustrated in FIG. 8, when the protruding portion 18
of the main body 11 is disposed so as to be parallel to the
protruding movement reference line O4, the first pressing
portion 15a and the second pressing portion 155 are located
on either side of and are of equal distance from the protruding
movement reference line O4 in the X direction. That is, the
first pressing portion 15a is located on the X1 side of the
center line O3, and the second pressing portion 155 is located
on the X2 side of the center line O3 in the direction in which
the cancelling drive member 10 moves.

As illustrated in FIGS. 8 and 9, in the biasing cam portion
17 formed inside the groove 14, a first biasing contact portion
17a that protrudes rearward (in the Y2 direction) on the X1
side and a second biasing contact portion 175 that protrudes
rearward on the X2 side are formed.

As illustrated in FI1G. 8, when the protruding portion 18 of
the main body 11 is disposed so as to be parallel to the
protruding movement reference line O4, the first biasing con-
tact portion 17a and the second biasing contact portion 176
are located on either side of and are of equal distance from the
protruding movement reference line O4 in the X direction.
That is, the first biasing contact portion 17a is located on the
X1 side of the center line O3, and the second biasing contact
portion 175 is located on the X2 side of the center line O3 in
the direction in which the cancelling drive member 10 moves.

As illustrated in FIG. 8, the lower portion of the lower
chassis 1 contains a torsion spring 20. A winding portion 21 of
the torsion spring 20 is wound around a fixed protrusion 15
provided on the lower chassis 1 serving as a fixed portion.
One of elastic wires extending from the winding portion 21 of
the torsion spring 20 serves as a deflectable spring member
22. The other elastic wire extending from the winding portion
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21 is an elastic wire 23, which is in pressure contact with an
inner wall 1c of the lower chassis 1.

The deflectable spring member 22 extends in the X-Y
plane. That is, the deflectable spring member 22 extends
through the groove 14 of the cancelling drive member 10 and
further extends in a plane that is perpendicular to the rotation
axis O1 and the center line O3.

The deflectable spring member 22 in a free state is signifi-
cantly inclined in a y1 direction illustrated in FIGS. 8 and 9. If
deflection (bending deformation) is given to the deflectable
spring member 22 in a y2 direction, the elastic rebound force
is generated in the y1 direction.

A free end portion of the deflectable spring member 22 is
placed in the groove 14 of the cancelling drive member 10. As
illustrated in FIGS. 8 and 9, the free end portion of the deflect-
able spring member 22 has a bent portion 22a. The deflectable
spring member 22 includes an elastic pressure portion 225 on
the base-portion side of the bent portion 22a and an elastic
pressure portion 22¢ on the top-end portion side of the bent
portion 22a. The elastic pressure portion 226 on the base-
portion side extends from the bent portion 22a diagonally
rearward (in the Y2 direction) and in the X1 direction. The
elastic pressure portion 22¢ on the top-end portion side
extends from the bent portion 22a diagonally rearward (in the
Y2 direction) and in the X2 direction.

The deflectable spring member 22 is in contact with at least
one of the first biasing contact portion 17a and the second
biasing contact portion 175 of the cancelling drive member
10. As illustrated in FIG. 8, the cancelling drive member 10 is
urged by the deflectable spring member 22 in the protruding
direction (in the Y1 direction).

In FIG. 8, the cancelling drive member 10 that is moved
rearward (in the Y2 direction) and stays at a retreat position
“a” is shown as a solid line, and the cancelling drive member
10 that is moved forward (in the Y1 direction) and stays at a
protruding position “b” is indicated by a dashed line. If the
cancelling drive member 10 is moved to the protruding posi-
tion “b”, the protruding portion 18 of the cancelling drive
member 10 significantly protrudes forward (in the Y1 direc-
tion) from the upper chassis 2.

As illustrated in FIG. 8, if the cancelling drive member 10
is moved to the protruding position “b”, the elastic pressure
portion 225 of the deflectable spring member 22 on the base-
portion side is brought into contact with the first biasing
contact portion 17a. In addition, the elastic pressure portion
22c¢ on the top-end portion side is brought into contact with
the second biasing contact portion 175b. Since both the first
biasing contact portion 174 and the second biasing contact
portion 175 receive an elastic pressing force from the deflect-
able spring member 22, the cancelling drive member 10
located at the protruding position “b” enters a stable state so
that the protruding portion 18 extends parallel to the protrud-
ing movement reference line O4.

FIG. 9 illustrates the cancelling drive member 10 that
reaches the protruding position “b” and is rotated in the 1
direction by a cancelling force Fc. At that time, only the first
biasing contact portion 17a is in contact with the elastic
pressure portion 225 of the deflectable spring member 22 on
the base-portion side. Thus, the first biasing contact portion
17a receives a rotational biasing force that moves back the
cancelling drive member 10 to the original position in the 2
direction. In contrast, if the cancelling drive member 10
located at the protruding position “b” is rotated in the p2
direction, the second biasing contact portion 175 is brought
into contact with the elastic pressure portion 22¢ of the
deflectable spring member 22 on the top-end portion side and,
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thus, the cancelling drive member 10 receives a rotational
biasing force in the 1 direction.

The cancelling drive member 10 includes the first biasing
contact portion 17a and the second biasing contact portion
175 on either side of the center line O3 in the rotation direc-
tion. The first biasing contact portion 17a and the second
biasing contact portion 175 are separated from each other by
a predetermined distance. If the cancelling drive member 10
is moved to the protruding position “b”, both the first biasing
contact portion 17a and the second biasing contact portion
175 receive an elastic force from the deflectable spring mem-
ber 22 and, thus, the position of the cancelling drive member
10 is made stable. In addition, when the cancelling drive
member 10 is rotated, only one of the first biasing contact
portion 17a and the second biasing contact portion 175 is
pressed by the deflectable spring member 22. Accordingly,
the cancelling drive member 10 can reliably return back to the
neutral position in the rotation direction.

While the present exemplary embodiment has been
described with reference to the deflectable spring member 22
formed from one of the elastic wires of the torsion spring 20,
the base portion of a wire spring may be fixed to the inside of
the lower chassis 1 and part of the wire spring may be used as
the deflectable spring member. Alternatively, a leaf spring
having a narrow width and extending in the X-Y plane may be
prepared, the bent portion 22a and the elastic pressure por-
tions 22b and 22¢ may be formed in the leaf spring, and the
leaf spring may be used as the deflectable spring member.

In the vehicle operating device, the deflectable spring
member 22 extends in a plane that passes through the inside of
the groove 14 of the cancelling drive member 10. The plane is
located in the middle of the height H of the main body 11 of
the cancelling drive member 10. Accordingly, a space dedi-
cated to only a spring member in the height direction is not
required. As a result, the vehicle operating device can be
made low-profile.

As illustrated in FIGS. 1 and 2, a concave portion 25 is
formed in the front portion (on the Y1 side) of an upper
surface 4¢ of the rotation member 4. In the concave portion
25, an advance/retreat control cam 26 is formed so as to
protrude upward. The advance/retreat control cam 26 is sub-
stantially triangular in shape. A retreat regulating portion 26a
is formed at a vertex of the triangle facing rearward (in the Y2
direction). At either end of the retreat regulating portion 26a
in the X direction, guide inclined portions 265 and 26¢ are
formed.

As illustrated in FIG. 4, when the control lever 3 is at the
neutral position and if the rotation reference line O2 is turned
in the front-rear direction (in the Y direction), the driven
portion 13 formed in the lower portion of the cancelling drive
member 10 is retreated to a position at which the driven
portion 13 is brought into contact with the retreat regulating
portion 26a of the advance/retreat control cam 26. The can-
celling drive member 10 is held at the retreat position “a”.

As illustrated in FIG. 5, if the control lever 3 is rotated in
the 1 direction and is temporarily fixed at the first operating
position, the driven portion 13 of the cancelling drive member
10 that is pressed by the deflectable spring member 22 slides
forward on the guide inclined portion 265 of the advance/
retreat control cam 26 and, thus, the cancelling drive member
10 is moved to the protruding position “b”. In contrast, if the
control lever 3 is rotated from the neutral position to the
second operating position in the 2 direction, the driven por-
tion 13 is led forward by the guide inclined portion 26¢ of the
advance/retreat control cam 26 and, thus, the cancelling drive
member 10 is moved to the protruding position “b”.
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The vehicle operating device has a structure so that the
retreat regulating portion 26a of the advance/retreat control
cam 26 disposed in the upper surface 4¢ of the rotation mem-
ber 4 is directed rearward (in the Y2 direction), and the driven
portion 13 formed on the lower portion of the cancelling drive
member 10 is brought into contact with the advance/retreat
control cam 26 in the rear portion in which the rotation axis
O1 is located. Accordingly, a dedicated space for operating
the cancelling drive member 10 is not necessary in the front
portion of the rotation member 4 (in the Y1 direction). As a
result, the length of the vehicle operating device in the front-
rear direction (in the Y1-Y?2 direction) can be reduced and,
thus, a compact vehicle operating device can be easily pro-
vided.

Unlike the present exemplary embodiment, the advance/
retreat control cam 26 may be formed on the lower surface of
the cancelling drive member 10. The retreat regulating por-
tion 26a of the advance/retreat control cam 26 may be
directed forward (in the Y1 direction), and the driven portion
13 that allows the advance/retreat control cam 26 to slide may
be provided on the upper surface of the rotation member 4.

As illustrated in FIGS. 1 and 2, an intermediate member 30
is provided in the upper section of the rotation member 4. The
intermediate member 30 transfers the rotational force of the
cancelling drive member 10 to the rotation member 4 and the
control lever 3.

The intermediate member 30 includes four slide protru-
sions 31 that protrude upward. A lower surface 30a of the
intermediate member 30 is in contact with the upper surface
4c¢ of'the rotation member 4. The four slide protrusions 31 are
in contact with a slide surface formed inside the upper chassis
2. Thus, the intermediate member 30 is supported in a mov-
able manner along the X-Y plane in the upper surface 4¢ of the
rotation member 4.

As illustrated in FIG. 2, three slide cams 32, 33, and 34 are
formed in the upper surface 4¢ of the rotation member 4. The
slide cams 32, 33, and 34 are bottomed grooved cams or slit
cams that pass through the upper surface 4¢ in the vertical
direction (in the Z direction). The first slide cam 32 is a linear
cam that linearly extends in the front-rear direction (the
Y1-Y2 direction). As illustrated in FIG. 4, the second slide
cam 33 and the third slide cam 34 are curved cams and are
concave toward the first slide cam 32.

Asillustrated in FIGS. 2 and 4, the intermediate member 30
has three slide protrusions 35, 36, and 37 integrated therewith.
The slide protrusions 35, 36, and 37 protrude downward. The
first slide protrusion 35 is inserted into the first slide cam 32.
The second slide protrusion 36 is inserted into the second
slide cam 33. The third slide protrusion 37 is inserted into the
third slide cam 34.

The three slide cams 32, 33, and 34 and the three slide
protrusions 35, 36, and 37 form a transfer guide unit. Note
that in the transfer guide unit, the slide cams 32, 33, and 34
may be formed in the intermediate member 30, and the slide
protrusions 35, 36, and 37 may be formed on the rotation
member 4.

Asillustrated in FIGS. 2 and 4, the intermediate member 30
has a spring support protrusion 305 integrated therewith. The
spring support protrusion 305 protrudes rearward. The upper
rear section of the rotation member 4 has a spring support
protrusion 44 formed therein, the spring support protrusion
4dprotrudes forward (in the Y1 direction). An elastic member
38 formed as a helical compression spring is disposed
between the intermediate member 30 and the rotation mem-
ber 4. The intermediate member 30 is urged forward (in the
Y1 direction) by the elastic force of the elastic member 38 at
all times.
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Asillustrated in FIGS. 2 and 4, the intermediate member 30
has a concave portion 30¢ formed therein. The concave por-
tion 30¢ faces forward (in the Y1 direction). The driven por-
tion 13 provided beneath the cancelling drive member 10 can
move inside the concave portion 30c. In addition, the inter-
mediate member 30 has a first transfer cam 394 and a second
transfer cam 394, which are stepped surfaces that extend in
the vertical direction (the Z direction). The first transfer cam
394 and the second transfer cam 395 are inclined so that the
distance therebetween increases rearward (in the Y2 direc-
tion).

The operation performed by the vehicle operating device is
described next. In FIG. 4, the control lever 3 is at the neutral
position. As illustrated in FIG. 1, at the neutral position, if the
cam surface 8 is viewed in a cross-sectional view obtained by
cutting the return cam member 7 by a plane parallel to the Y-Z
plane, the top end sliding portion Sa is fitted into the return
reference portion 8a. In the following operation, the control
lever 3 is rotated in only the §§ direction and, thus, an opera-
tional force in the o direction does not act on the control lever
3. Accordingly, the top end sliding portion Sa fitted into the
return reference portion 8a moves in the 3 direction along the
cam surface 8 illustrated in the cross-sectional view of FIG. 3.

As illustrated in FIG. 4, at the neutral position, the rotation
reference line O2 that extends through the shaft axis of the
return pin 5 is directed in the front-rear direction (the Y
direction). As shown as a solid line illustrated in FIG. 3, the
top end sliding portion 5a of the return pin 5 is fitted into the
neutral return portion 8¢ of the cam surface 8 of the return cam
member 7.

As illustrated in FIG. 4, when the control lever 3 is at the
neutral position, the rotation member 4 is also positioned so
as to be parallel to the Y1-Y2 direction. Accordingly, the
driven portion 13 is moved rearward (in the Y2 direction) by
the advance/retreat control cam 26 formed on the upper sur-
face 4c¢ of the rotation member 4. Thus, the driven portion 13
is brought into contact with the retreat regulating portion 26a
of the advance/retreat control cam 26, and the cancelling
drive member 10 is held at the retreat position “a”.

If a user wants to blink a left turn signal during a vehicle
driving operation, the user rotates the control lever 3 in the p1
direction.

If the control lever 3 is rotated in the 1 direction, the top
end sliding portion 5a of the return pin 5 slides on the return
inclined portion 8d of the cam surface 8 and is fitted into the
temporary fixing portion 8e, as indicated by the dashed line in
FIG. 3. The control lever 3 is temporarily fixed at the first
operating position at which the rotation reference line O2 is
rotated in the 1 direction. Ifthe control lever 3 is temporarily
fixed at the first operating position, an electrical switch (not
illustrated) is activated and, thus, the left turn signal blinks.

As illustrated in FIG. 5, if the control lever 3 is temporarily
fixed at the first operating position, the advance/retreat con-
trol cam 26 formed in the rotation member 4 that rotates in the
1 direction together with the control lever 3 is deviated from
the protruding movement reference line O4 extending in the
front-rear direction of the cancelling drive member 10. Since
the cancelling drive member 10 is urged forward (in the Y1
direction) by the deflectable spring member 22, the driven
portion 13 slides forward (in the Y1 direction) on the guide
inclined portion 265 of the advance/retreat control cam 26
with the rotation of the rotation member 4 in the 1 direction.
Thus, the cancelling drive member 10 moves forward (in the
Y1 direction) and is set at the protruding position “b”.

As indicated by a dashed line in FIG. 8, if the cancelling
drive member 10 moves to the protruding position “b”, the
elastic pressure portion 225 of the deflectable spring member
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22 on the base-portion side presses the first biasing contact
portion 17a, and the elastic pressure portion 22¢ on the top-
end portion side presses the second biasing contact portion
17b. Thus, the cancelling drive member 10 is set at a stable
position without rotating and with the protruding portion 18
extending parallel to the protruding movement reference line
04.

If the cancelling drive member 10 reaches the protruding
position “b”, the protruding portion 18 of the cancelling drive
member 10 significantly protrudes forward from the upper
chassis 2. Thus, as illustrated in FIG. 6, the protruding portion
18 of the cancelling drive member 10 is located inside of the
moving area of a forcing member 41 that rotates together with
a steering shaft.

When, to blink the left turn signal, the control lever 3 is
rotated in the p1 direction and is temporarily fixed at the first
operating position and if the steering wheel is rotated in a left
turn direction, the forcing member 41 is rotated together with
the steering shaft in a counterclockwise (CCW) direction.
The forcing member 41 that rotates in the counterclockwise
direction is brought into contact with the protruding portion
18 of the cancelling drive member 10 located at the protrud-
ing position “b”. Thus, the cancelling drive member 10 is
rotated in a @1 direction illustrated in FIG. 6. Even when the
cancelling drive member 10 is rotated in the ®1 direction, a
rotational force is not exerted on the intermediate member 30
by the cancelling drive member 10, since the first pressing
portion 154 is simply separated from the first transfer cam 39a
of the intermediate member 30.

That is, when the forcing member 41 rotates in the coun-
terclockwise (CCW) direction, the cancelling drive member
10 simply spins free in the ®1 direction. Thus, the moving
force of the forcing member 41 does not act on the interme-
diate member 30, the rotation member 4, and the control lever
3.

Ifthe steering wheel that is rotated in the left turn direction
is moved back to the original position in the clockwise direc-
tion, the forcing member 41 is rotated in the clockwise (CW)
direction together with the steering shaft. As illustrated in
FIG. 6, if the forcing member 41 that is rotated in the clock-
wise direction is brought into contact with the protruding
portion 18 of the cancelling drive member 10 located at the
protruding position “b”, the cancelling force Fc that attempts
to rotate the cancelling drive member 10 in a ®2 direction is
generated. Thus, a rotational force F® is exerted on the first
transfer cam 39a of the intermediate member 30 by the first
pressing portion 154 of the cancelling drive member 10 that
tends to rotate in the ®2 direction.

As illustrated in FIG. 6, the intermediate member 30 is
urged forward by the elastic member 38, which is a helical
compression spring, with a relatively strong force and, thus,
the first slide protrusion 35 is pressed against the front end
portion of the first slide cam 32 provided in the rotation
member 4. In addition, the second slide protrusion 36 and the
third slide protrusion 37 are also pressed against the front end
portions of the second slide cam 33 and the third slide cam 34.
Thus, the intermediate member 30 is set at the initial position
with respect to the rotation member 4. Accordingly, the inter-
mediate member 30, the rotation member 4, and the control
lever 3 can operate in an integrated manner.

In this manner, if the rotational force F® is exerted on the
first transfer cam 39a of the intermediate member 30 by the
cancelling drive member 10, a force that tends to rotate the
intermediate member 30 in the f2 direction together with the
rotation member 4 and the control lever 3 is generated.
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If the rotational force in the 2 direction is exerted on the
intermediate member 30 and the control lever 3, the top end
sliding portion 5a of the return pin 5 indicated by the dashed
line in FIG. 3 comes off from the temporary fixing portion 8e.
Thus, the top end sliding portion Sa subjected to a biasing
force of the return spring 6 slides on the return inclined
portion 84 and is led to the position at which the top end
sliding portion 5a is fitted into the neutral return portion 8c.
Due to the leading force, the control lever 3 is moved back to
the neutral position illustrated in FIG. 4.

FIG. 7 illustrates an irregular operation in which third slide
protrusion 37 move rearward inside the second slide cam 33
and the third slide cam 34. Thus, the intermediate member 30
rotates while retreating on the rotation member 4.

Since the intermediate member 30 retreats and rotates,
rocking of the mechanism does not occur even when the
cancelling drive member 10 is rotated by the forcing member
41 in the ®2 direction, as illustrated in FIG. 7.

As illustrated in FIG. 7, since the intermediate member 30
retreats and rotates on the rotation member 4, the cancelling
drive member 10 can be rotated with the rotation member 4
stopped and without giving a large internal stress to the can-
celling drive member 10.

Note that if a restraint force exerted on the control lever 3 is
released in the state illustrated in FIG. 7, a force that attempts
to return the relative positional relationship between the inter-
mediate member 30 and the rotation member 4 back to the
initial positional relationship illustrated in FIG. 6 is generated
by the elastic member 38. Thus, the control lever 3 is moved
back to the neutral position.

As illustrated in FIG. 9, if the cancelling drive member 10
is rotated, the first biasing contact portion 17a is brought into
contact with the elastic pressure portion 226 of the deflectable
spring member 22. Accordingly, the rotational returning force
is effectively applied to the cancelling drive member 10.

Note that the operations performed when the control when
the control lever 3 that is rotated in the 1 direction and is
temporarily fixed at the first operating position and, thereaf-
ter, the control lever 3 is intentionally restrained by, for
example, the hand of the user, the steering wheel is rotated in
the clockwise direction to the neutral position.

If, as illustrated in FIG. 6, the forcing member 41 is rotated
in the clockwise (CW) direction with the control lever 3
temporarily fixed at the first operating position, the forcing
member 41 is brought into contact with the protruding portion
18 of the cancelling drive member 10. Thus, the cancelling
drive member 10 is rotated in the ®2 direction. In this manner,
the rotational force F® is exerted on the first transfer cam 39a
of the intermediate member 30 by the first pressing portion
15a of the cancelling drive member 10.

At that time, if the control lever 3 is restrained by, for
example, the hand of the user, the rotation member 4 cannot
be rotated in the 2 direction together with the intermediate
member 30. In such a case, as illustrated in FIGS. 6 and 7, the
first pressing portion 15a of the cancelling drive member 10
that rotates in the @2 direction causes the first transfer cam
394 of the intermediate member 30 to slide in an S® direction.
As illustrated in FIG. 7, a sliding reaction force generates a
retreat force B and a rotational force BD in the clockwise
direction acting on the intermediate member 30. Due to the
forces, the first slide protrusion 35 moves to the rear end
portion of the first slide cam 32, and the second slide protru-
sion 36 and the lever 3 is rotated from the neutral position in
the B2 direction and is temporarily fixed at the second oper-
ating position are substantially the same as the above-de-
scribed series of operations except that the rotational direc-
tion is reversed.
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What is claimed is:

1. A vehicle operating device comprising:

a control lever configured to rotate from a neutral position
to an operating position;

a rotation member configured to rotate together with the
control lever;

a return biasing mechanism configured to generate a bias-
ing force to return the control lever to the neutral posi-
tion;

a temporary fixing mechanism configured to temporarily
fix the control lever that is rotated to the operating posi-
tion;

a cancelling drive member configured to be movably led by
a fixing side guide between a retreat position and a
protruding position and rotate when moving to the pro-
truding position and receiving a cancelling force from
the outside;

a deflectable spring member having a fixed base portion,
the deflectable spring member extending in a plane that
is perpendicular to a rotation shaft of the rotation mem-
ber, the deflectable spring member urging the cancelling
drive member toward the protruding position;

an advance/retreat control cam provided in one of the rota-
tion member and the cancelling drive member, the
advance/retreat control cam moving the cancelling drive
member to the retreat position when the control lever is
located at the neutral position and moving the cancelling
drive member to the protruding position when the con-
trol lever rotates to the operating position;

an intermediate member configured to receive a rotational
force generated when the cancelling drive member that
has received the canceling force rotates;

a transfer guide unit provided between the intermediate
member and the rotation member, the transfer guide unit
transferring the rotational force exerted on the interme-
diate member by the cancelling drive member to the
control lever, the transfer guide unit moving the rotation
member relative to the intermediate member when a
rotational force is exerted on the intermediate member
by the cancelling drive member with the control lever
restrained; and

an elastic member provided between the intermediate
member and the rotation member, the elastic member
urging the intermediate member toward an initial posi-
tion at which position the rotational force is transferred
to the rotation member.

2. The vehicle operating device according to claim 1,
wherein the cancelling drive member includes a biasing con-
tact portion for receiving an elastic pressing force of the
deflectable spring member, and rotation axes of the biasing
contact portion and the cancelling drive member are disposed
with a space therebetween in a direction that intersects a
direction in which the cancelling drive member moves and
protrudes.

3. The vehicle operating device according to claim 2,
wherein the control lever is set at one of two operating posi-
tions that are located on the opposite sides of the neutral
position in a rotational direction, and the control lever is
temporarily fixed at the operating position by the temporary
fixing mechanism,

wherein the cancelling drive member is set so as to receive
a canceling force in each of both the directions from the
outside, and

wherein the biasing contact portion is located on both sides
of the rotation axis of the cancelling drive member, a
bent portion is formed in the free end portion of the
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deflectable spring, and each of portions on both sides of
the bent portion is capable of being in contact with the
biasing contact portion.

4. The vehicle operating device according to claim 2,
wherein the cancelling drive member has a groove formed
therein in the middle of a thickness direction that is perpen-
dicular to the plane, and the deflectable spring member enters
the inside of the groove and is in contact with the biasing
contact portion.

5. The vehicle operating device according to claim 1,
wherein the advance/retreat control cam is formed in the
rotation member and has a shape of a protrusion protruding
toward the rotation shaft, and a driven portion provided in the
cancelling drive member is in contact with the advance/re-
treat control cam from the rotation shaft side.

6. The vehicle operating device according to claim 1,
wherein in the transfer guide unit, a slide protrusion is formed
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on one of the rotation member and the intermediate member,
a slide cam is formed on the other, and the slide protrusion is
slidably led by the slide cam,
wherein the intermediate member in an initial state in
which the intermediate member does not receive a rota-
tional force from the cancelling drive member is urged in
aprotruding direction of the cancelling drive member by
the biasing force of the elastic member, and the interme-
diate member and the rotation member are rotatable
together by the rotational force exerted on the interme-
diate member, and
wherein if the rotational force is exerted on the intermedi-
ate member by the cancelling drive member with the
control lever restrained, the slide protrusion slides onthe
slide cam and, thus, the intermediate member rotates in
a direction opposite to the protruding direction, and the
intermediate member is retreated.
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